
Stackable Web Server

3 Stackable interface 
(up to 18 input available with one IP address)
Max. 30fps image compression
Max. 30fps image transmission
Max. 100 users accessibility
6 Digital input/output
High resolution image (720X486, 720X243, etc.)
Motion detection and Alarm
Remote Pan/Tilt/Zoom control (RS-232, RS-422, RS-485)
Security Functions
- Password (Based user Authentication)
- IP filtering (Secure Mode)
- Image encryption
TCP/IP, ARP, RARP, ICMP, DHCP, FTP, HTTP & SMTP protocol support
Self-contained FTP server & E-mail sending function
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Model SWC-306
3 Stackable Interface Up to 18 input available with one IP address
Compression Speed Max. 30fps
Transmission Speed Max. 30fps (6fps per channel, 36fps)

Video Channel
NTSC or PAL video format are supported
6 channel video input, BNC connector, No internal Video

Motion Detection Each channel
PTZ RS-232 / RS-422 / RS-485 (Terminal Block)
Transmission Interface Ethernet (TCP / IP)
Browser IE
Resolution 720x486, 720x243, 360x243, 180x121, 90x60
Compression method Wavelet
OS Embedded Linux

Security
Password (Based User Authentification)
IP-Filtering (Secure Mode) / Image Encryption

Software Update Proprietary S/W (Local), FTP (Remote)
DIO Supported 6 Digital Input (coupler), 6 Digital Output (Relay)
Compression Ratio Min. 1/20 to Max. 1/300
Supply Voltage 12V DC & 24V AC (Option)
User 100 Users Support (simultaneous)
Protocols Supported TCP/IP, ARP, RARP, ICMP, DHCP, HTTP, SMTP & FTP
MISC. Function High quality area setting / Image quality control (10 Levels)
System Resource 32bit RISC Processor, 16MB SDRAM, 8MB Flash, 12KB ROM

Network Interface
Two 10 Base-T Ethernet
(Network, Loop Stackable Up to 3 Boxes)

Dimension 215mm(W) x 40mm(H) x 235mm(D)
Case Gold colored aluminum case
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WEB SERVER SWC-306

POWER COMP RUN VIDEO SENSER ALARM
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Design and specifications are subject to change without notice.
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